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M000 HVAC COVERSHEET

M101 1ST FLOOR DEMOLITION PLAN - HVAC

M201 1ST FLOOR PLAN - HVAC

M400 HVAC DETAILS & SCHEDULES

E000 ELECTRICAL COVER SHEET

E101 ELECTRICAL 1ST FLOOR DEMOLITION PLAN

E201 ELECTRICAL 1ST FLOOR PLAN - LIGHTING

E211 ELECTRICAL 1ST FLOOR PLAN POWER AND SYSTEMS

E600 ELECTRICAL SCHEDULES
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ARCHITECTURAL

G000 TITLE SHEET

G001 ABBREVIATIONS

G002 CODE CONFORMANCE

G003 SITE & LOGISTICS PLAN

G004 CONSTRUCTION PHASING

D101 FIRST FLOOR DEMOLITION PLAN

D201 FIRST FLOOR DEMOLITION CEILING PLAN

A101 FIRST FLOOR PLAN

A102 MEZZANINE FLOOR PLAN

A201 FIRST FLOOR REFLECTED CEILING PLAN

A601 INTERIOR PARTITIONS & DOORS

A701 FIRST FLOOR FINISH PLAN

A702 MEZZANINE FLOOR FINISH PLAN

A710 INTERIOR FINISHES & SCHEDULES

A711 FIRST FLOOR FUNITURE PLAN (FOR REFERENCE)

A801 INTERIOR ELEVATIONS & DETAILS



Room name

8888

8888 SF 8888 SF

ROOM TAGS

Room Number

Actual Square Footage

Program Required Square Footage

<Room Name>

<Room Name>

<150> SF

<Room Name>

<101>

<Room Name>

<101>

<150> SF

Room Name

Room Number

Room Name

Room Name

<XX> NEW COLUMN GRID

<XX> EXISTING COLUMN GRID

ELEVATION INDICATOR
ELEVATION

000'-0"

SEE DRAWINGS OF RESPECTIVE DISCIPLINES FOR ADDITIONAL SYMBOLS

Room Name

Actual Square Footage

Room Number

Room Name

Actual Square Footage

ARCHITECTURAL SYMBOLS ARCHITECTURAL SYMBOLS

NEW WALLS;
REFER TO DEAILS AND WALL TYPES

NEW CONCRETE WALL

EXISTING WALL TO BE REMOVED

NEW DOOR

EXISTING DOOR AND WALL

EXISTING DOOR TO BE REMOVED 
IN EXISTING WALL

NEW OVERHEAD DOOR

NEW CMU WALL

Detail Number

1

A101

SheetNumber

1

A101

1

A101

Detail Number

SheetNumber

BUILDING ELEVATION

BUILDING SECTION

1

A101

Detail Number

SheetNumber

WALL SECTION

Detail Number

SheetNumber

1

A101
DETAIL REFERENCE

1

A101 INTERIOR ELEVATION

REVISION BUBBLE

WINDOW OR BORROWED LITE

WALL TYPE

KEY NOTE

CEILING TYPE

DOOR TAG

Ceiling Type

Ceiling Height AFF

1

K01

WW

1

10'-0"ACT-1

101-1
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ABBREVIATIONS

# Number

@ At

ø Diameter

AC Air Conditioning

ACT Acoustical Ceiliing Tile

ADJ Adjacent

AFF Above Finish Floor

ALT Alternate

ALUM Aluminum

ANOD Anodized

APPROX Approximate

ASPH Asphalt

AVG Average

B/....... Bottom of .......(steel, concrete, etc.)

BD Board

BITUM Bituminous

BLDG Building

BRG Bearing

BSMT Basement

BTM Bottom

BUR Built up Roofting

CAB Cabinet

CB Catch Basin

CG Corner Guard

CJ Control Joint

CLG Ceiling

CM Construction Manager

CMU Concrete Masonry Unit

CO Clean Out

COL Column

CONC Concrete

CONST Construct(ion)

CONT Continuous

CONTR Contractor

CORR Corridor

CPT Carpet(ed)

CRS Course(s)

CT Ceramic Tile

CUH Cabinet Unit Heater

D Penny (nail size)

DBL Double

DEG Degree

DEMO Demolish/Demolition

DEPT Department

DIAG Diagonal

DIAM Diameter

DIM Dimension

DL Dead Load

DN Down

DT Drain Tile

DWG Drawing

EA Each

EDF Electric Drinking Fountain

EIFS Ext. Insul. & Finish System

EJ Expansion Joint

EL Elevation

ELEC Electric(al)

ELEV Elevator

EMER Emergency

ENCL Enclosure(ure)

EP Electrical Panel

EQ Equal

EWH Electric Wall Heater

EXIST Existing

EXT Exterior

FA FIre Alarm

FAB Fabricate

FD Floor Drain

FE Fire Extinguisher

FEC Fire Extinguisher Cabinet w/Extinguisher

FHC Fire Hose Cabinet

FIN Finish(ed)

FLR Floor

FND Foundation

FO Finished Opening

FT Foot, Feet

FTG Footing

FUT Future

G Gas

GA Gauge

GAL Gallon

GALV Galvanized

GB Grab Bar

GC General Contractor

GLULAM Glue-Laminated

GND Ground

GS Galvanized Steel

GWB Gypsum Wall Board

GYP Gypsum

HB Hose Bibb

HCPD Handicapped

HDWR Hardware

HM Hollow Metal

HORIZ Horizontal

HVAC Heating, Ventilating, & Air Conditioning

HW Hot Water

ID Inside Diameter

INCAND Incandescent

INCL Include(d), (ing), (tion)

INSUL Insulate(d), (ing), (tion)

INT Interior

JAN Janitor

JT Joint

KIT Kitchen

LAB Laboratory

LAM Laminate(d)

LAV Lavatory

LBS Pounds

LL Live Load

LVR Louver

MAS Masonry

MATL Material(s)

MAX Maximum

MDO Medium Density Overlay

MECH Mechanical

MFR Manufacturer

MH Manhole

MIN Minimum

MISC Miscellaneous

MO Masonry Opening

MTL Metal

MULL Mullion

NIC Not in Contract

NO Number

NOM Nominal

NRC Noise Reduction Coefficient

NTS Not To Scale

OC On Center

OD Outside Diameter

OFF Office

OPNG Opening

OPP Opposite

OPT Option(al)

OZ Ounce

P.T. Pressure Treated

PBD Particle Board

PC Precast Concrete

PED Pedestal

PER Perforated

PERIM Perimeter

PERP Perpendicular

PKG Parking

PLAM Plastic Laminate

PRELIM Preliminary

PROP Property

PRV Power Roof Ventilator

PSF Pounds per Square Foot

PSI Pounds per Square Inch

QT Quarry Tile

QTY Quantity

R Riser(s)

RAD Radius

RB Resilient Base

RD Roof Drain

REF Refer, Reference

REFR Refrigerator

REINF Reinforce(d), (ing)

REV Revision(s), Revise(d)

RM Room

RO Rough Opening

ROW Right of Way

RTU Roof Top Unit

RWL Rain Water Leader

SCHED Schedule

SD Smoke Detector

SIM Similar

SPEC Specification(s)

SPKR Speaker

SQ Square

SS Stainless Steel

STA Station

STC Sound Transmission Coefficient

STD Standard

STL Steel

STOR Storage

STR Structural

SUSP Suspend(ed)

SV Sheet Vinyl

T Tread

T&B Top and Bottom

T&G Tongue & Groove

T/.... Top of....(steel, conc., etc.)

TEL. Telephone

TEMP Temperature

THRESH Threshold

TLT Toilet

TS Tubular Steel

TV Television

TYP Typical

UG Underground

UL Underwritter's Laboratories

UNO Unless Noted Otherwise

UR Urinal

UTIL Utility

VCT Vinyl Composition Tile

VENT Ventilation

VERT Vertical

VEST Vestibule

VTR Vent Through Roof

VWC Vinyl Wall Covering

W/ With

W/O Without

WC Water Closet

WCO Wall Clean Out

WD Wood

WH Water Heater

WP Weatherproof

WSCT Wainscot

WWF Welded Wire Fabric

YD Yard(s)

12" = 1'-0"

ANNOTATIONS



UP

UP

CONSTRUCTION REQUIREMENTS

BUILDING DATA

APPLICABLE CODES

ROOFING CLASSIFICATION

ROOF/CEILING

FLOOR CEILING/CEILING

SHAFT ENCLOSURES

NONBEARING WALLS/PARITIONS - EXTERIOR

STRUCTURAL FRAME

BEARING WALLS - EXTERIOR

OCC. SEPARATION

CLASS B

1 HOUR

1 HOUR

N/A

0 HOUR

1 HOUR

1 HOUR

1 HOUR

BUILDING TOTAL SIZE

MEZZANINE

FIRST FLOOR

SQUARE FEET/FLOOR

NUMBER OF STORIES

SEISMIC CATEGORY

SPRINKLERED

CONSTRUCTION TYPE

OCC. CLASSIFICATION

18,155 SF

3,000  SF (20% OF FIRST FLOOR)

15,155 SF

2 STORIES

N/A

NOT SPRINKLERED

V-A

A-3 ASSEMBLY, LIBRARY

NOTES REFER TO NJAC 5:23 FOR CODE AMENDMENTS AND SUBCODES

ELEVATOR CODE N/A

ENERGY CODE ASHRAE 90.1-2019 (NJAC 5:23-3.18)

MECHANICAL CODE 2021 INTERNATIONAL MECHANICAL CODE (NJAC 5:23-3.20)

ELECTRICAL CODE 2020 NATIONAL ELCTRICAL CODE (NJAC 5:23-3.16)

PLUMBING CODE 2021 NATIONAL STANDARD PLUMBING CODE, NJ ED (NJAC 5:23-3.15)

FIRE SAFETY CODE IFC/2021

ACCESSIBILITY CODE ACC/ANSI A117.1-2017

BUILDING CODE

ZONING CODE

NEW JERSEY UNIFORM CONSTRUCTION CODE (NJAC 5:23-3.14, 5:23-6)

MEANS OF EGRESS

NOTES

FIRST FLOOR

STAFF ENTRANCE

MAIN ENTRANCE

EMERGNCY EXIT ONLY

EXIT

EXIT

LOCATION REQUIRED PROVIDED

A

B

C

D

E

3 EXITS

239/5 = 48 OCC.

5 EXITS

72"/.2 = 360 OCC.

46"/.2 =  230 OCC.

36"/.2 = 180 OCC.

OCCUPANT LOAD

TOTAL STAIR WIDTH REQUIRED

TOTAL STAIR WIDTH PROVIDED

CORRIDOR WIDTH REQUIRED

CORRIDOR WIDTH PROVIDED

EXIT DOOR WIDTH REQUIRED

EXIT DOOR WIDTH PROVIDED

FIRST FLOOR

MEZZANINE

239 OCCUPANTS

209 OCCUPANTS

30 OCCUPANTS

30 OCC * 0.3 = 9 INCHES

60 INCHES

MIN. 44 INCHES

60 INCHES

239 * 0.2 = 48 INCHES

262 INCHES

BEARING WALLS - INTERIOR 1 HOUR

NONBEARING WALLS/PARITIONS - INTERIOR 0 HOUR

72"/.2 = 360 OCC.

36"/.2 = 180 OCC.

239/5 = 48 OCC.

239/5 = 48 OCC.

239/5 = 48 OCC.

239/5 = 48 OCC.

GENERAL NOTES - LIFE SAFETY PLANS

1. <XXX>

GRAPHIC SYMBOLS

EXIT SIGN - REFER TO ELEC DWGS

EXIT ARROW

EGRESS PATH

FEC1:  EXISTING FIRE EXTINGUISHER CABINET TO REMAIN
FEC #

1 2 4 5 6 7 8 11 123

GG

HH

II
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KK
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MM

MEETING

OFFICE

WORKROOM

BREAK ROOM

WOMENMEN

ELEC

EXIT 'A'

EXIT 'B'
EXIT 'C'

EXIT 'D'

EXIT 'E'
TEEN ROOM

FEC

FEC

FEC

FEC

FEC

FEC

FEC

72" = 360 OCC.

72" = 360 OCC.
46" = 230 OCC.

36" = 180 OCC.

36" = 180 OCC.

136 SF

STORAGE

106

STORAGE

STORAGE

ATRIUM

CHILDREN

MARKETPLACE

COLLECTIONS

ASSEMBLY TABLES AND CHAIRS
78 OCCUPANTS

FEC

D
/2 = 26'-6"

52'-5"

27'-5"

1 2 4 5 6

7

8

11 12

3

GG

HH

II

JJ
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MM

FEC

FEC

OPEN BELOWOPEN BELOW

OPEN BELOW

MEZZANINE

242
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CODE CONFORMANCE

1/16" = 1'-0"

FIRST FLOOR CODE CONFORMANCE PLAN
1

PLAN NORTH

1/16" = 1'-0"

MEZZANINE CODE CONFORMANCE PLAN
2

PLAN NORTH



MUNICIPAL BUILDING- N.I.C.

LIBRARY BUILDING
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MAIN ENTRY

MAINTAIN ACCESS TO STAFF 
ENTRY DURING CONSTRUCTION. 

PROVIDE ALL NECESSARY 
PROTECTION.

DUMPSTER AND STAGING LOCATION 
PROVIDE FENCE.

RESTORE ALL LANDSCAPING & 
ASPHALT / CURB  THAT IS DAMAGED 
ONCE CONSTRUCTION IS COMPLETE

MAINTAIN ONE-WAY 
TRAFFIC PATTERN

PROPERTY LINE

PUBLIC PARKING

GENERAL NOTES - SITE LOGISTICS

1. LIBRARY SHALL REMAIN OPERATIONAL DURING ENTIRE 
CONSTRUCTION PERIOD. CONTRACTOR SHALL MAINTAIN SAFE 
WORKING ENVIRONMENT. MAINTAIN EGRESS FROM THE 
BUILDING AT ALL TIMES.

2. LIBRARY PATRONS TO HAVE ACCESS TO THE BUILDING AT ALL 
TIMES DURING OPERATION. PROVIDE PROTECTION AS 
REQUIRED.

3. CONTRACTOR TO PROTECT ALL EXISTING SURFACES.

4. CONTRACTOR SHALL REPLACE ANY SITE FURNITURE, LAWN, 
PLANTINGS, OR TREES DAMAGED DURING CONSTRUCTION.

5. CONTRACTOR SHALL REPLACE ANY CONCRETE WALKS, 
ASPHALT SURFACES, AND CURBS DAMAGED DURING 
CONSTRUCTION.
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TEMPORARY BARRIER

PROVIDE PHASE SIGNAGE

MAINTAIN ACCESS TO 
EMERGENCY EGRESS

MAINTAIN ACCESS TO YOUTH 
DEPARTMENT AND 
RESTROOMS

TEMPORARY BARRIER

PROVIDE PHASE SIGNAGE

MAINTAIN ACCESS TO 
EMERGENCY EGRESS

AREA OF THE LIBRARY TO BE 
CLOSE TO PUBLIC.   STAFF 
ACCESS DURING NON-
CONSTRUCTION WORKING 
HOURS.   PROVIDE TEMPORARY 
PATH FOR STAFF

TEMPORARY BARRIER

MAINTAIN ACCESS

MAINTAIN ACCESS TO RESTROOMS AND ELEVATOR

TEMPORARY BARRIER

ALTERNATE #01

ALTERNATE #02

TEMPORARY LIBRARY ENTRANCE
PROVIDE SIGNAGE

TEMPORARY BARRIER

PROVIDE SIGNAGE TO 
TEMPORARY ENTRANCE

COORDINATE THE RELOCATION 
OF BOOK DROP AND CARTS 

WITH LIBRARY

TEMPORARY CLOSE BOOK DROP 
AND PROVIDE SIGNAGE

COORDINATE TO PROVIDE 
TEMPORARY ACCESS TO 
RESTROOMS FOR PUBLIC

TEMPORARY PATH

GENERAL PHASING NOTES
1.  LIBRARY SHALL REMAIN OPERATION DURING ENTIRE CONSTRUCTION PERIOD.  
CONTRACTOR SHALL MAINTAIN SAFE WORKING ENVIRONMENT CONDUCIVE TO 
FUNCTIONS OF THE LIBRARY.  PROVIDE FULL HEIGHT CONSTRUCTION PARTITIONS WITH 
POLYETHYLENE BARRIER BETWEEN OCCUPIED AREAS AND CONSTRUCTION AREAS 
UNLESS NOTED OTHERWISE ON PLANS.   MAINTAIN BUILDING EGRESS IN ALL OCCUPIED 
AREAS.

2.  CONTRACTOR TO PROTECT ALL EXISTING SURFACES TO REMAIN AT ALL AREAS OF 
CONTRACTOR ACCESS, INCLUDING WALLS, FLOORING, AND FURNITURE ALONG MATERIAL 
ACCESS PATHS INTO CONSTRUCTION AREAS.  PROTECT ALL INTERIOR SURFACES OF 
ELEVATOR TO REMAIN.

3. EACH PHASE TO BE PROCEEDED BY A MOVING PHASE TO CONSOLIDATE AND 
RELOCATE FURNITURE AND STAFF.  COORDINATE MOBILIZATION AND CONSTRUCTION 
BOUNDARIES WITH MOVING CONTRACTOR. 

4.  COORDINATE WITH FURNITURE VENDORS DELIVERY AND INSTALLATION OF 
FURNITURE BETWEEN PHASES.  ASSUME 2 WEEKS BETWEEN CONSTRUCTION PHASES 
FOR MOVING AND FURNITURE.

5.   PHASING PLANS ARE DIAGRAMMATIC AND SHOW EXPECTED AREAS OF 
CONSTRUCTION.  MODIFICATIONS TO PHASING AS SHOWN MUST BE COORDINATED WITH 
MOVING CONTRACTOR AND OWNER.

6.  PHASE PLAN CONFIGURATIONS REQUIRE SOME INSTANCES OF TEMPORARY 
PARTITIONS, DOORS, AND POWER TO SUPPORT THE FUNCTIONS OF THE LIBRARY.  
OWNER OCCUPIED LOCATES ARE NOTED ON THE PHASING PLANS.  COORDINATE 
EQUIPMENT REQUIREMENTS WITH OWNER.  ELECTRICAL, MECHANICAL, PLUMBING, AND 
TECHNOLOGY WORK FOR CONSTRUCTION PHASES ARE DESIGN BUILD.

7.  EACH CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND CONDITIONS 
PERTINENT TO THEIR WORK PRIOR TO COMMENCING WORK. NOTIFY ARCHITECT OF ANY 
DISCREPANCIES PRIOR TO THE CONTINUATION OF WORK.

8.  ALL WORK SHALL CONFORM TO ALL STATE AND LOCAL CODE AND ORDINANCES.

9.  PROVIDE SECURE CONSTRUCTION FENCE AROUND ALL CONSTRUCTION AREAS

10.  PROVIDE INTERIOR CONSTRUCTION PARTITION(S) TO FULLY SEPARATE 
CONSTRUCTION AREAS FROM OCCUPIED BUILDING AREAS.

11.  PROVIDE PATRON ACCESS AND PROTECTION INTO LIBRARY.  COORDINATE WITH 
OWNER.

12.  POWER, WATER, FIRE-PROTECTION, SEWER, HEATING, COOLING, AND NETWORK 
ACCESS TO BE AVAILABLE AT ALL TIMES DURING THE PROJECT FOR OWNER OCCUPIED 
AREAS.  COORDINATE ALL UTILITY WORK TO MAINTAIN ACCESS TO BUILDING UTILITIES.  

13.  PROVIDE TEMPORARY PARTITIONS, POWER AND DATA TO ACCOMMODATE 
TEMPORARY OWNER SPACES WHERE INDICATED ON PLANS.

PHASE 1

PHASE 2

PHASING LEGEND

AREAS NOT IN WORK

PHASE 2.5

PHASE 2
ALTERNATES

PHASING NOTES
PHASE 1 - TEEN ROOM AND FLOORING
• COORDINATE LIBRARY PATRON ACCESS AND CONSTRUCTION ACCESS.  BOOK DROP 

AND PATRON ACCESS MUST BE SAFE AND CLEARLY MARKED. PROVIDE ALL 
NECESSARY PUBLIC SIGNAGE

• PHASE INCLUDES THE CONSTRUCTION OF THE TEEN SPACE, ACCESSORY SPACES, 
FLOORING, STAFF DOOR. 

PHASE 2 - FLOORING AND ELECTRICAL
• COORDINATE LIBRARY PATRON ACCESS AND CONSTRUCTION ACCESS.  BOOK DROP 

AND PATRON ACCESS MUST BE SAFE AND CLEARLY MARKED.  PROVIDE ALL 
NECESSARY PUBLIC SIGNAGE.

• PHASE INCLUDES ELECTRICAL, DATA, AND FLOORING.
• PROVIDE LIBRARY STAFF ACCESS TO COLLECTIONS DURING NONE WORKING HOURS.

PHASE 2.5 - FLOORING AND ENTRY
• COORDINATE LIBRARY PATRON ACCESS AND CONSTRUCTION ACCESS.  PATRON 

ACCESS MUST BE SAFE AND CLEARLY MARKED.  PROVIDE SIGNAGE AND BARRIER FOR 
TEMPORARY BOOK DROP CLOSURE.  PROVIDE ALL NECESSARY PUBLIC SIGNAGE AND 
PATH MARKERS. 

• PHASE INCLUDES THE FLOORING REPLACEMENT AT THE MAIN ENTRY AND INTERIOR 
SPACES.

• COORDINATE ACCESS TO PUBLIC RESTROOMS WITH LIBRARY.   LIBRARY MAY HAVE TO 
CLOSE PERIODICALLY DURING PHASE 2.5.  

TEMPORARY PROTECTION

AREA RESERVED FOR 
FURNITURE  AND COLLECTION 
STORAGE

OPEN TO BELOWOPEN TO 
BELOW

OPEN TO BELOW
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CONSTRUCTION PHASING

1/16" = 1'-0"

FIRST FLOOR PHASE 1
1

1/16" = 1'-0"

FIRST FLOOR PHASE 2
2

1/16" = 1'-0"

FIRST FLOOR PHASE 2.5
3

PLAN NORTH

1/16" = 1'-0"

SECOND FLOOR PLAN PHASING
4
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REMOVE EXISTING SLATE 
TILE AND BASE

REMOVE EXISTING PORCELAIN 
TILE AND BASE

REMOVE EXISTING  CARPET 
UP TO LINE 

REMOVE EXISTING  CARPET 
AND BASE 

EXISTING TO REMAIN

ALTERNATE #01:  REMOVE 
CARPET AND BASE ROOM 104

ALTERNATE #02:  REMOVE 
CARPET AND BASE ROOM 119

REMOVE EXISTING  CARPET 
UP TO LINE 

REMOVE EXISTING 
MILLWORK SERVICE DESK

COORIDNATE FLOOR 
REMOVAL WITH NEW 

DOOR / OPENING

REMOVE FLOORING IN 
ELEVATOR

REMOVE FLOORING 
UNDERSTAIR.  FLOORING ON 
STAIR AND LANDING TO 
REMAIN.

REFER TO ELECTRICAL DRAWINGS 
FOR FLOOR LOCATIONS.  REMOVE 
AND REPLACE CONCRETE FLOOR

REFER TO ELECTRICAL 
DRAWINGS FOR FLOOR 

LOCATIONS.  REMOVE AND 
REPLACE CONCRETE FLOOR

PATCH AND REPAIR COLUMN 
SEE ELECTRICAL

PATCH AND REPAIR SEE 
ELECTRICAL

REMOVE EXISTING 
SECURITY GATES, TURN 

OVER TO OWNER

GENERAL NOTES - DEMOLITION

1. COMPLETE DEMOLITION ACTIVITIES AS REQUIRED TO MEET DESIGN REQUIREMENTS NOTED IN THE 
COMPLETE CONSTRUCTION DOCUMENTS. DEMOLITION DOCUMENTS SHOW INTENT AND NOT EVERY 
ITEM THAT NEEDS TO BE DEMOLISHED. CONTRACTOR SHALL FAMILIARIZE THEMSELVES WITH THE SITE 
CONDITIONS AND FULL DESIGN INTENT. NOTIFY THE ARCHITECT OF ANY DISCREPANCIES PRIOR TO 
PROCEEDING WITH DEMOLITION ACTIVITIES.

2. PROTECT ALL EXISTING SURFACES TO REMAIN. INCLUDING BUT NOT LIMITED TO FLOORING, WALLS, 
DOORS AND CEILINGS.

3. PATCH AND REPAIR EXISTING GYPSUM BOARD WALL WHERE ITEMS HAVE BEEN REMOVED.

4. PATCH AND REPAIR AREAS WHERE DATA AND ELECTRICAL ARE INSTALLED.

5. REMOVE ALL EXISTING WALLS, CEILINGS, FLOORING, ITEMS, ETC. SHOWN DASHED OR NOTED 
OTHERWISE.

6. REFER TO MECHANICAL, ELECTRICAL, PLUMBING, AND TECHNOLOGY DRAWINGS FOR 
CORRESPONDING SCOPE OF DEMOLITION, INCLUDING EXISTING DEVICES, LIGHTING, RECEPTACLES, 
DIFFUSERS

7. MECHANICAL, PLUMBING, AND ELECTRICAL CONTRACTOR ARE RESPONSIBLE FOR THEIR OWN 
DEMOLITION, REMOVAL, CAPPING, STORING, ABANDONING, DISCONNECTING OF EXISTING EQUIPMENT 
AND MATERIAL. ALL CUTTING, REPAIRING, REPLACEMENT AND REFINISHING SHALL MATCH THE 
EXISTING CONSTRUCTION AS NEARLY AS POSSIBLE UNLESS NOTED OTHERWISE. 

8. DRAWINGS ARE BASED ON RECORD DOCUMENTS AND GENERAL FIELD SURVEY, AND MAY NOT FULLY 
REFLECT THE EXISTING CONDITIONS OF THE BUILDING OR HIDDEN CONSTRUCTION. CONTRACTOR 
SHALL BE MINDFUL OF POTENTIAL HIDDEN CONDITIONS DURING DEMOLITION AND USE CARE IN 
COMPLETING THE SCOPE OF WORK. CONTRACTOR SHALL NOTIFY ARCHITECT OF CONDITIONS THAT 
VARY FROM THE SCOPE OF THE DOCUMENTS FOR REVIEW.

9. ALL FLOORING TYPES NOTED TO BE REMOVED SHALL INCLUDE REMOVAL OF EXISTING MASTICS, 
ADHESIVES, GROUT, ETC. AND FLOOR SURFACE PREPPED FOR INSTALLATION OF SCHEDULED 
FINISHES.

10. REMOVE AND SALVAGE WALL CLOCKS, CAMERAS, AND WIRELESS ACCESS POINTS IN AREA OF 
CONSTRUCTION AND RETURN TO OWNER.

GRAPHIC SYMBOLS

REMOVE 2 X 2 ACOUSTICAL CEILING.  SALVAGE CEILING TILES FOR REUSE.

EXISTING 2 X 2 ACOUSTICAL CEILING 

NO WORK, NOT IN CONTRACT

DEMOLITION FLOOR PATTERN KEY

TILE FLOORING

CARPET

CARPET - ALTERNATE

REMOVE AND RELACE CONCRETE FLOOR FOR NEW FLOOR 
BOXES, REFER TO ELECTRICAL DRAWINGS
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EACT 8'-0"

EACT 8'-0"

EGYP 11'-8"

SELECTIVELY REMOVE 
ACT CEILING FOR NEW 
CONSTRUCTION

REMOVE AND SALVAGE ACT 
CEILING.  REMOVE ASSOCATED 

ELECTRICAL DEVICES.   REFER TO  
ELECTRICAL DRAWINGS.

EACT 9'-0"

OPEN TO ABOVEOPEN TO ABOVE

OPEN TO ABOVE

PARTIALLY REMOVE SOFFIT.  CUT 
BACK STEEL CHANNELS, SALVAGE 
BOTTOM CHANNEL FOR 
REINSTALLATION.  SEE DETAIL.

REMOVE WALL FOR OPENING IN 
LIMESTONE FACADE FOR 
MECHANICAL LOUVER, SEE 
MECHANICAL DRAWINGS.  CENTER 
OPENING IN FACADE PANEL.

BASE BID: PROVIDE FULL SCOPE 
NOTED.
ALTERNATE #03: WORK BY OWNER 
PROVIDED MECHANICAL 
CONTRACTOR

PARTIALLY REMOVE SOFFIT.  
SALVAGE 3 INCH STEEL 

CHANNEL.  REFER TO DETAIL.

REMOVE AND SALVAGE ACT CEILING.  
REMOVE ASSOCATED  MECHANICAL 
DEVICES.   REFER TO MECHANICAL 
DRAWINGS

BASE BID: PROVIDE FULL SCOPE 
NOTED.
ALTERNATE #03: HVAC REMOVAL AND 
MODIFICATIONS BY OWNER 
PROVIDED MECHANICAL 
CONTRACTOR

GENERAL NOTES - DEMOLITION

1. COMPLETE DEMOLITION ACTIVITIES AS REQUIRED TO MEET DESIGN REQUIREMENTS NOTED IN THE 
COMPLETE CONSTRUCTION DOCUMENTS. DEMOLITION DOCUMENTS SHOW INTENT AND NOT EVERY 
ITEM THAT NEEDS TO BE DEMOLISHED. CONTRACTOR SHALL FAMILIARIZE THEMSELVES WITH THE SITE 
CONDITIONS AND FULL DESIGN INTENT. NOTIFY THE ARCHITECT OF ANY DISCREPANCIES PRIOR TO 
PROCEEDING WITH DEMOLITION ACTIVITIES.

2. PROTECT ALL EXISTING SURFACES TO REMAIN. INCLUDING BUT NOT LIMITED TO FLOORING, WALLS, 
DOORS AND CEILINGS.

3. PATCH AND REPAIR EXISTING GYPSUM BOARD WALL WHERE ITEMS HAVE BEEN REMOVED.

4. PATCH AND REPAIR AREAS WHERE DATA AND ELECTRICAL ARE INSTALLED.

5. REMOVE ALL EXISTING WALLS, CEILINGS, FLOORING, ITEMS, ETC. SHOWN DASHED OR NOTED 
OTHERWISE.

6. REFER TO MECHANICAL, ELECTRICAL, PLUMBING, AND TECHNOLOGY DRAWINGS FOR 
CORRESPONDING SCOPE OF DEMOLITION, INCLUDING EXISTING DEVICES, LIGHTING, RECEPTACLES, 
DIFFUSERS

7. MECHANICAL, PLUMBING, AND ELECTRICAL CONTRACTOR ARE RESPONSIBLE FOR THEIR OWN 
DEMOLITION, REMOVAL, CAPPING, STORING, ABANDONING, DISCONNECTING OF EXISTING EQUIPMENT 
AND MATERIAL. ALL CUTTING, REPAIRING, REPLACEMENT AND REFINISHING SHALL MATCH THE 
EXISTING CONSTRUCTION AS NEARLY AS POSSIBLE UNLESS NOTED OTHERWISE. 

8. DRAWINGS ARE BASED ON RECORD DOCUMENTS AND GENERAL FIELD SURVEY, AND MAY NOT FULLY 
REFLECT THE EXISTING CONDITIONS OF THE BUILDING OR HIDDEN CONSTRUCTION. CONTRACTOR 
SHALL BE MINDFUL OF POTENTIAL HIDDEN CONDITIONS DURING DEMOLITION AND USE CARE IN 
COMPLETING THE SCOPE OF WORK. CONTRACTOR SHALL NOTIFY ARCHITECT OF CONDITIONS THAT 
VARY FROM THE SCOPE OF THE DOCUMENTS FOR REVIEW.

9. ALL FLOORING TYPES NOTED TO BE REMOVED SHALL INCLUDE REMOVAL OF EXISTING MASTICS, 
ADHESIVES, GROUT, ETC. AND FLOOR SURFACE PREPPED FOR INSTALLATION OF SCHEDULED 
FINISHES.

10. REMOVE AND SALVAGE WALL CLOCKS, CAMERAS, AND WIRELESS ACCESS POINTS IN AREA OF 
CONSTRUCTION AND RETURN TO OWNER.

GRAPHIC SYMBOLS

REMOVE 2 X 2 ACOUSTICAL CEILING.  SALVAGE CEILING TILES FOR REUSE.

EXISTING 2 X 2 ACOUSTICAL CEILING 

NO WORK, NOT IN CONTRACT
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SEE ALTERNATE #01
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GENERAL NOTES

NO WORK, NOT IN CONTRACT

1. EACH CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PERTINENT 
TO THEIR WORK PRIOR TO COMMENCING WORK. NOTIFY ARCHITECT OF ANY 
DISCREPANCIES PRIOR TO THE CONTINUATION OF WORK.

2. DO NOT SCALE DRAWINGS. LARGER SCALE DRAWINGS SHALL TAKE PRECEDENT OVER 
SMALLER SCALE DRAWINGS. NOTIFY ARCHITECT/ OWNER OF ANY DRAWING 
DISCREPANCIES.

3. ALL EXISTING STRUCTURAL COLUMNS, BEAMS, WALLS TO REMAIN. PROTECT DURING 
CONSTRUCTION.

4. EACH CONTRACTOR SHALL BE RESPONSIBLE FOR THE MODIFICATION AND/OR RELOCATION 
OF EXISTING PLUMBING, FIRE PROTECTION, HVAC, AND ELECTRICAL SYSTEMS AND 
EQUIPMENT, AS APPLICABLE TO THEIR RESPECTIVE TRADE AND AS REQUIRED TO 
ACCOMMODATE ALL NEW CONSTRUCTION.

5. ALL WORK SHALL CONFORM TO ALL STATE AND LOCAL CODE AND ORDINANCES.

6. COORDINATE ALL CUTTING AND PATCHING OF SURFACES AND SYSTEMS BETWEEN 
DISCIPLINES.

7. PROVIDE WALL BLOCKING AS REQ'D BEHIND WALL MOUNTED EQUIPMENT AND MILLWORK.

8. REPAIR AND INFILL EXISTING WALLS AT LOCATIONS OF NEW DOORS AND PARTITIONS

9. WHERE NEW WALLS MEET EXISTING, FEATHER AS REQ'D TO MAKE TRANSITION APPEAR AS 
SEAMLESS, TYP.

10. IN ALL WORK AREAS, PATCH EXISTING WALLS TO PREPARE FOR NEW FINISHES.

11. PATCH AND REPAIR ANY DISTURBED FIRE PROTECTION ON STRUCTURAL ELEMENTS.

BID ALTERNATES

ALTERNATE #01: REMOVE AND REPLACE CARPET AND BASE FOR CHILDRENS ROOM 104.

ALTERNATE #02: REMOVE AND REPLACE CARPET AND BASE FOR COLLECTIONS ROOM 119.

ALTERNATE #03: HVAC REMOVAL AND MODIFICATIONS BY OWNER MECHANICAL CONTRACTOR.
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INFILL OPENING, GYP 
BOARD OVER PLY WOOD, 
ON STUD FRAMING

INFILL OPENING, GYP 
BOARD OVER PLY WOOD, 

ON STUD FRAMING

PARTITION BELOW

STAIR
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PATCH AND REPAIR EXISTING 
ROOF MEMBRANE AS 
REQUIRED.

BASE BID: PROVIDE FULL 
SCOPE NOTED.
ALTERNATE #03: HVAC 
REMOVAL AND MODIFICATIONS 
BY OWNER PROVIDED 
MECHANICAL CONTRACTOR.

GENERAL NOTES

NO WORK, NOT IN CONTRACT

1. EACH CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PERTINENT 
TO THEIR WORK PRIOR TO COMMENCING WORK. NOTIFY ARCHITECT OF ANY 
DISCREPANCIES PRIOR TO THE CONTINUATION OF WORK.

2. DO NOT SCALE DRAWINGS. LARGER SCALE DRAWINGS SHALL TAKE PRECEDENT OVER 
SMALLER SCALE DRAWINGS. NOTIFY ARCHITECT/ OWNER OF ANY DRAWING 
DISCREPANCIES.

3. ALL EXISTING STRUCTURAL COLUMNS, BEAMS, WALLS TO REMAIN. PROTECT DURING 
CONSTRUCTION.

4. EACH CONTRACTOR SHALL BE RESPONSIBLE FOR THE MODIFICATION AND/OR RELOCATION 
OF EXISTING PLUMBING, FIRE PROTECTION, HVAC, AND ELECTRICAL SYSTEMS AND 
EQUIPMENT, AS APPLICABLE TO THEIR RESPECTIVE TRADE AND AS REQUIRED TO 
ACCOMMODATE ALL NEW CONSTRUCTION.

5. ALL WORK SHALL CONFORM TO ALL STATE AND LOCAL CODE AND ORDINANCES.

6. COORDINATE ALL CUTTING AND PATCHING OF SURFACES AND SYSTEMS BETWEEN 
DISCIPLINES.

7. PROVIDE WALL BLOCKING AS REQ'D BEHIND WALL MOUNTED EQUIPMENT AND MILLWORK.

8. REPAIR AND INFILL EXISTING WALLS AT LOCATIONS OF NEW DOORS AND PARTITIONS

9. WHERE NEW WALLS MEET EXISTING, FEATHER AS REQ'D TO MAKE TRANSITION APPEAR AS 
SEAMLESS, TYP.

10. IN ALL WORK AREAS, PATCH EXISTING WALLS TO PREPARE FOR NEW FINISHES.

11. PATCH AND REPAIR ANY DISTURBED FIRE PROTECTION ON STRUCTURAL ELEMENTS.

BID ALTERNATES

ALTERNATE #01: REMOVE AND REPLACE CARPET AND BASE FOR CHILDRENS ROOM 104.

ALTERNATE #02: REMOVE AND REPLACE CARPET AND BASE FOR COLLECTIONS ROOM 119.

ALTERNATE #03: HVAC REMOVAL AND MODIFICATIONS BY OWNER MECHANICAL CONTRACTOR.
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STORAGE
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ALIGN TO EXISTING SOFFIT
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6

A801
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GENERAL NOTES - REFLECTED CEILING PLANS

1. MEP FIXTURES AND EQUIPMENT SHOWN ARE FOR REFERENCE ONLY. SEE MECHANICAL, ELECTRICAL, 
PLUMBING, AND TECHNOLOGY DRAWINGS FOR MORE INFORMATION.

2. NEW CEILINGS ADJACENT TO EXISTING CEILINGS OF SIMILAR TYPE SHALL MATCH EXISTING CEILING 
ELEVATION A.F.F.

3. ALL EXISTING PLASTER AND GYPSUM CEILINGS SHOWN TO REMAIN - PATCH AND REPAIR WHERE 
ADJACENT DEMOLITION OCCURS. REFER TO DEMOLITION PLANS WHERE SUCH WORK OCCURS.

ALTERNATE #03: COORDINATE WITH MECHANICAL CONTRACTOR FOR THE INSTAALATION FOR ALL HVAC 
WORK.

GRAPHIC SYMBOLS

<ACT-1> <10'-0">

2 X 2 ACOUSTICAL CEILING TILES 

PAINTED GYP BOARD CEILING

CEILING MATERIAL AND TYPE

CEILING HEIGHT AFF

EXISTING 2 X 2 ACOUSTICAL CEILING TILES 

NO WORK, NOT IN CONTRACT
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GENERAL NOTES - DOORS

1. FRAME:  REFER TO DOOR DETAILS AND SCHEDULE

2. DIMENSIONS:  DIMENSIONS ARE NOMINAL - MANUFACTURER PROVIDING THE 
DOORS TO DETERMINE THE ROUGH OPENINGS EXCEPT THE OPENINGS IN 
CONCRETE WALLS THAT HAVE BEEN ALREADY SPECIFIED.

3. HARDWARE:  FOR HARDWARE GROUP SPECIFICATIONS REFER TO THE PROJECT 
MANUAL UNDER HARDWARE SPECS.  

4. ELECTRICAL DEVICES SUCH AS MAG. LOCKS, CARD READERS AND ALARM 
SYSTEMS BEING PART OF THE DOOR FUNCTION ARE INCLUDED AS PART OF THE 
ELECTRICAL PLANS AND THE HARDWARE GROUPS.

5. GLAZING:   GL-1 UNLESS NOTED OTHERWISE.  PROVIDE SAFETY GLAZING "S" AS 
REQ.

6. FINISH:  SEE DOOR SCHEDULE FOR DOOR AND FRAME FINISH
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INTERIOR PARTITIONS &

DOORS

1/4" = 1'-0"

FRAME TYPES

DOOR AND FRAME SCHEDULE

NUMBER

DOOR FRAME DETAIL

HARDWARE REMARKS NUMBERTYPE MATERIAL FINISH PAIR WIDTH HEIGHT TYPE MATERIAL FINISH HEAD JAMB

1ST FLOOR

102-4 A WD PLAM 3'-0" 3'-6" 3 WD ST-1 - 14/A601 4.0 HALF HEIGHT DOOR 102-4

103-1 E WD PLAM (2) 6'-0" 7'-0" SEE
ELEV

HM PT-7 SEE ELEV SEE ELEV 2.0 GLASS FILM SEE ELEVATIONS 103-1

103-2 E WD PLAM 3'-0" 7'-0" SEE
ELEV

HM PT-7 SEE ELEV SEE ELEV 3.0 GLASS FILM SEE ELEVATIONS 103-2

103B-1 A WD PLAM 3'-6" 7'-0" 1 HM PT-7 7/A601 9/A601 1.0 103B-1

118-1 B WD PLAM 3'-0" 7'-0" 2 HM EPT-3 7/A601 9/A601 5.0 118-1

1/4" = 1'-0"

DOOR TYPES

1 1/2" = 1'-0"

Wall Type K03 - Not Rated
2 1 1/2" = 1'-0"

Wall Type K01 - Non Rated
11 1/2" = 1'-0"

Wall Type K06 - Non Rated
31 1/2" = 1'-0"

Wall Type N21 - Non Rated
4

3" = 1'-0"

HM DOOR HEAD DETAIL
7

3" = 1'-0"

HM WINDOW HEAD DETAIL
10

3" = 1'-0"

HM DOOR JAMB DETAIL
9

3" = 1'-0"

HM DOOR W/ SIDELITE JAMB DETAIL
11

3" = 1'-0"

HM WINDOW INTERNAL MULLION DETAIL
8

3" = 1'-0"

HM WINDOW SILL DETAIL
12

3" = 1'-0"

HM WINDOW JAMB DETAIL
13

1 1/2" = 1'-0"

Wall Type K10 - Non Rated
5

3" = 1'-0"

WD DOOR JAMB DETAIL
14

3" = 1'-0"

HM WINDOW SILL TO FLOOR DETAIL
15

1 1/2" = 1'-0"

Wall Type Z01 - Non Rated
6
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FLOOR FINISH LEGEND

CPT - CARPET TILE

LVT - LUXURY VINYL TILE

CT - CERAMIC TILE

ETR - EXISTING TO REMAIN

GENERAL NOTES FLOORING

1. PREPAIR FLOOR IN EACH AREA AS REQUIRED PER THE FLOORING MANUFACTURER'S 
REQUIREMENTS.

2. PROVIDE 750 SF OF FLOOR LEVELING AT 1/4 INCH DEEP.
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MARK DESCRIPTION MANUFACTURER PATTERN/COLORSIZE NOTES

CARPET FLOORING

CPT-1 CARPET TILE MILLIKEN GROUP NORDIC SERIES, HIDDEN PLAINS, ROCK POWDER HDP27-5250CM X 50CM WELLBAC BACKING, VERTICAL ASHLAR INSTALLATION

CT-1 PORCELAIN FLOOR TILE CALGARY, ARMOR CG43, MATTE12" X 24" STAGGER BRICK INSTALLATIONDALTILE

CERAMIC TILE

LVT-1 LUXURY VINYL TILE DUO, SPETTRO ENGLISH GRAY w/BLUE HAWAIIAN/
BLUE LAGOON, ST2PR

6" X 36" BRICK PATTERN INSTALLATIONARMSTRONG FLOORING

RESILIENT TILE

RB-1 RUBBER BASE JOHNSONITE BASEWORKS, THERMOSET RUBBER,  40 BLACK4" HIGH TARKETT/JOHNSONITE

RESILIENT BASE

INTERIOR PAINTING

EPT-1 EXISTING PAINT - EGGSHELL FINISH

PT-2 -

BENJAMIN MOORE PT-3 -

BENJAMIN MOOREPT-4 -

PT-5 -

PT-6 -

ACCENT PAINT

ACCENT PAINT

ACCENT PAINT

ACCENT PAINT

PT-7 - SEMI-GLOSS FINISHHM FRAME PAINT

PT-8 DECORATOR'S WHITE OC-149- FLAT FINISHCEILING & SOFFIT PAINT

EGGSHELL FINISH

EGGSHELL FINISH

EGGSHELL FINISH

EGGSHELL FINISH

G-1 FLOOR GROUT TO BE SELECTED FROM FULL RANGE- FLOOR TILE CT-1 INSTALLATIONMAPEI CORPORATION

GROUT MATERIAL

SUSPENDED ACOUSTIC CEILING

ARMSTRONG CEILINGS ACOUSTICAL CEILING TILEACT-1 2' X 2' ULTIMA 15/16 SQUARE LAY-IN 15/16 SUSPENSION SYSTEM

EXISTINGACOUSTICAL CEILING TILE, 
REINSTALL EXISTING

ACT-2 2' X 2' EXISITING 2X2 CEILING TILE. 15/16 SUSPENSION SYSTEM, MATCH 
EXISTING

WOOD STAIN

ST-1 WOOD TRIM STAIN STAIN TO MATCH LAMINATE DOOR -

EGGSHELL FINISH

FINISH MATERIAL KEY

VINYL GLASS FILM

3M FASAR GLASS FINISHVGF-1 DECORATIVE VINYL GLASS FILM CUSTOM GRADATION FILM- SEE ELEVATION 2/A801

BENJAMIN MOORE MATCH EXISTING 

ACCENT PAINT BENJAMIN MOORE REVERE PEWTER HC-172

SEA VIEW 836

STEM GREEN 2029-40

SHEER ROMANCE 837

DUNE WHITE 968

OLD BLUE JEANS 839

PT-1 FIELD PAINT - EGGSHELL FINISHBENJAMIN MOORE DUNE WHITE 968

EPT-2 EXISTING PAINT - EGGSHELL FINISHBENJAMIN MOORE MATCH EXISTING 

EPT-3 EXISTING PAINT - SEMI-GLOSS FINISHBENJAMIN MOORE MATCH EXISTING 

BENJAMIN MOORE

BENJAMIN MOORE

BENJAMIN MOORE

BENJAMIN MOORE

BENJAMIN MOORE

WOOD LAMINATE - DOORS

FORMICAPLAM FORTE OPENING SOLUTIONS OILED LEGNO 8846-

GENERAL NOTES - FINISHES

1. ALL NEW GWB WALLS TO BE PAINTED TO MATCH EXISTING, UNLESS NOTED OTHERWISE.

2. ALL NEW SOFFITS TO BE PT-8, UNLESS NOTED OTHERWISE.  EXISTING SOFFITS AFFECTED BY CONSTRUCTION WORK SHALL BE REPAINTED TO MATCH EXISTING.

3. REFERENCE ELEVATIONS FOR FURTHER PAINT AND FINISH LOCATIONS AND TERMINATIONS.

4. PAINT ALL SURFACES AFFECTED BY CONTRUCTION WORK TO NEAREST EDGE

5. ALL HM DOOR FRAMES AND METAL TRIM INDICATED ON DRAWINGS TO BE PAINTED PT-7.

6. FINAL INSTALLTION PATTERNS FOR EACH AREA RECEIVING NEW CARPET TILE AND LUXURY VINYL TILE SHALL BE COORDINATED WITH SEAMING PLANS PROVIDED BY FLOORING 
MANUFACTURERS.
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INTERIOR FINISHES &

SCHEDULES

Finish Material - Floor Key
Description Floor Finish Tag

CARPET TILE CPT-1

CERAMIC TILE CT-1

EXISTING EX

LUXURY VINYL FLOOR LVT-1

RESILIENT FLOOR RF-1

Finish Material - Base Key
Description Base Finish Tag

CERAMIC TILE CT-1

EXISTING EX

RUBBER BASE RB-1

WOOD WD-1

Finish Material - Ceiling Key
Description Ceiling Finish Tag

ACOUSTICAL PANEL SYSTEM ACS-1

ACOUSTICAL PANEL CEILING ACT-1

EXISTING EX

OPEN TO STRUCTURE - UNPAINTED OTS-1

OPEN TO STRUCTURE - PAINTED OTS-2

PAINTED PT-1

Finish Material - Wall Key
Description Walls Tag

CERAMIC TILE CT-1

EXISTING EX

PAINT - (FIELD) PT-1

PAINT - (ACCENT) PT-2

STAIN ST-1

VINYL GLASS FILM VGF-1

ROOM FINISH SCHEDULE

ROOM NO. ROOM NAME FLOOR BASE

WALLS

CEILING REMARKS ROOM NO.NORTH EAST SOUTH WEST

000 ELEV LVT-1 RB-1 - - - - - 000

100 VEST CT-1 RB-1 PT-1 PT-6 PT-1 PT-1 - 100

101 ATRIUM CT-1 RB-1 EPT-1 PT-5 EPT-2,PT-5 PT-5 ACT-2/EX PT-5 AT ATRIUM SOFFIT WALLS 101

102 MARKETPLACE CPT-1 RB-1 PT-2 PT-1 PT-2 EPT-2,PT-2 EACT ACT-2 INFILL SEE CEILING PLAN 102

103 TEEN ROOM CPT-1/LVT-1 RB-1 PT-1 PT-3 PT-1 PT-1,PT-4 ACT-1/GYP/PT-8 103

103B STORAGE CPT-1 RB-1 PT-1 PT-1 PT-1 PT-1 ACT-1 103B

104 CHILDREN CPT-1 RB-1 - - - - - SEE ALTERNATE #01 104

105 VESTIBULE ETR ETR - - - - - 105

106 STORAGE ETR ETR - - - - - 106

107 WOMEN ETR ETR - - - - - 107

108 MEN ETR ETR - - - - - 108

109 ELEC ETR ETR - - - - - 109

110 JC ETR ETR - - - - - 110

111 MEETING ETR ETR - - - - - 111

112 OFFICE ETR ETR - - - - - 112

113 WORKROOM ETR ETR - - - - - 113

113A STORAGE ETR ETR - - - - - 113A

114 STORAGE ETR ETR - - - - - 114

115 BREAK ROOM ETR ETR - - - - - 115

117 TOILET ETR ETR - - - - - 117

118 PASSAGE ETR ETR EPT-2 EPT-1 - EPT-1 ACT-2/EX ACT-2 INFILL SEE CEILING PLAN 118

119 COLLECTIONS CPT-1 RB-1 EPT-1,PT-1 EPT-1 EPT-1 EPT-1 EGYP SEE ALTERNATE #02 119

120 VESTIBULE ETR ETR - - - - - 120

ST-1 STAIR ETR ETR PT-1 PT-1 PT-1 PT-1 - ST-1

Grand total: 24
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PLAN NORTH



1ST FLOOR

100'-0"

24'-2 3/4" 1'-7" 13'-2 1/2"

10
"2

"
6'

-0
"

2"

103-2 103-1

CLCLCLCLCL EQ EQ EQ EQ EQ
CL CL2'-0"

SCHEDULED

AS

GL-1GL-1 GL-1 GL-1 GL-1 GL-1

CLCL EQ EQ
CLAS SCHEDULED

GL-1 GL-1
HOLLOW METAL 

GLASS WALL SYSTEM

WALL BASE

PAINT, PT-1

HOLLOW METAL 
GLASS WALL SYSTEMGF-1 GF-1

S SS S S S S S

1ST FLOOR

100'-0"

2ND FLOOR

111'-9"

5/8" GYP BOARD OVER 
3/4" PLYWOOD ON 3-5/8" 
STUD

EXISTING GYP BOARD 
OVER 2-1/2 STUD WALL

EXISTING GYP BOARD 
OVER 3 STEEL 
CHANNELS @ 4'-0" O.C.

EXISTING STEEL PAN 
STAIR

DEMO EXISTING SOFFIT, 
CUT BACK STEEL 

CHANNELS, 

REINSTALL BOTTOM 
CHANNEL, WELD TO  

EXISTING POSTS. 

EXISTING COMPOSIT 
FLOOR AND STRUCTURE 

EXISTING GYP BOARD 
OVER 2-1/2 STUD WALL

EXISTING GYP BOARD 
OVER 3 STEEL 

CHANNELS @ 4'-0" O.C.

SELECTIVELY REMOVE 
GYP BOARD TO ALLOW 
CONNECTION

2X6 F.T. WOOD BLOCKING 

2X4 F.T WOOD BLOCKING

REPAINT GYP. BOARD WALLS 
AND HORIZONTAL SURFACES

PARTITION, SEE 
FLOOR PLAN

ACT CEILING, SEE 
RCP PLAN

STORAGE

103B

EXISTING LIGHTING TO 
REMAIN

1ST FLOOR

100'-0"

103B-1

GYP BOARD 
CEILING, SEE RCP

LINE OF EXISTING WALL

WALL BASE

STORAGE AREA

6
'-
8

"

INFILL WALL SEE 
PLANS

1"
3/

8"
5/

8"
5/

8"
1/

4"
5/

8"
1/

4"
5/

8"
5/

8"

6"

1/4"

BRAILLE

1/4"

5"

ROOM NAME

ROOM NAME

ALUMINUM LAMINATED ACRYLIC, 
ANODIZED ALUMINUM

ROOM NAME:
    FONT: CENTURY GOTHIC

    HEIGHT: 5/8"
    COLOR: BLACK

ROOM NAME LINE 2

ROOM NAME LINE 1

BRAILLE:
    COLOR: BLACK

    HEIGHT: 3/8"

ROOM NAME LINE 3

ROOM NAME

DETAIL IS FOR CONCEPTUAL 
INTENT. PROVIDE ADA COMPLIANT 

SIGNAGE. FINAL COPY AND DESIGN 
TO BE COORDINATED WITH 

OWNER.

RECESSED ELECTRIC 
PROJECTION SCREEN

SECURE TO STRUCTURE

ACT, REFER TO RCP PLAN

4"

7/
8"

5/
8"

1/
4"

5/
8"

1/
4"

5/
8"

3/
4"

7"

MAXIMUM

OCCUPANCY
INFO TEXT LINES 
FONT: CENTURY GOTHIC
    HEIGHT: 5/8"
    COLOR: BLACK
SEE SCHEDULE FOR COPY

ALUMINUM LAMINATED ACRYLIC, 
ANODIZED ALUMINUM

78 PERSONS
DETAIL IS FOR CONCEPTUAL 
INTENT. PROVIDE ADA 
COMPLIANT SIGNAGE. FINAL 
COPY AND DESIGN TO BE 
COORDINATED WITH OWNER.

CIRCLE DIAMETER

FILM TO COVER FULL 
GLASS PANEL

P
E

R
 E

LE
V

A
T

IO
N

2'
-6

"
1'

-6
"

1'
-6

"

CL2.5"

1"

1"

CL

CL

CL

2ND FLOOR

111'-9"

8

EXISTING STEEL STRUCTURE

EXISTING COMPOSITE 
CONCRETE FLOOR

EXISTING LIMESTONE PANELS

REFER TO MECH. FOR DUCT 
CONNECTION AND LOUVER 
INFOMRATION

2X8 FRT BLOCKING 
OPENING PERIMETER

ADHERED MEMBRANE OVER 
WOOD BLOCKING - WRAP 
INTO OPENING AND 
EXISTING STRUCTRE

2X10 FRT BLOCKING 
OPENING PERIMETER

ADHERED MEMBRANE OVER 
WOOD BLOCKING - WRAP 

INTO OPENING AND 
EXISTING STRUCTRE

METAL FLASHING 
HEAD DETAIL

SEALANT & BACKER 
ROD ALL SIDES; 

OPP.SIDE SIMILAR

METAL SILL FLASHING 
W/ HEMMED DRIP EDGE

EXTERIOR LOUVER

CUT OPENING INTO EXISTING 
LIMESTONE PANEL AND 
REMOVE CMU AS REQUIRED

ACT CEILING BY CG - SEE 
RCP

PATCH GYPSUM BOARD BY 
GC

4X4X3/8 STEEL ANGLE. WELD 
TO STEEL STRUCTURE

REFER TO MECHANICAL 
DRAWINGS FOR 

ADDITIONAL INFORMATION

BASE BID: PROVIDE FULL 
SCOPE NOTED.

ALTERNATE #03: WORK BY 
OWNER PROVIDED 

MECHANICAL CONTRACOTR. 
MECHANICAL CONTRACTOR 

TO PROVIDE OPENING, STEEL 
ANGLE, LOUVER, AND ALL 

OTHER ITEMS NOTED IN THIS 
DRAWING AND IN THE 

MECHANICAL DRAWINGS 
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INTERIOR ELEVATIONS &

DETAILS

1/4" = 1'-0"

INT ELEV. TEEN ROOM SOUTH
2

3/4" = 1'-0"

STAIR SECTION
8

1/4" = 1'-0"

INT ELEV. TEEN ROOM WEST
1

6" = 1'-0"

SIGNAGE TYPE A
7

SIGNAGE SCHEDULE
ROOM ID SIGN TYPE COPY REMARKS

ID-118 TYPE A STAFF ONLY PROVIDE BACK PANEL IF MOUNTED ON GLASS

ID-103 TYPE A MULTIPURPOSE ROOM PROVIDE BACK PANEL IF MOUNTED ON GLASS

ID-103B TYPE A STORAGE

ID-102 TYPE A STAFF ONLY

ID-103A TYPE D MAXIMUM OCCUPANCY 78 PEOPLE

1 1/2" = 1'-0"

CEILING PROJECTOR DETAIL
3

6" = 1'-0"

SIGNAGE TYPE D
5

1/2" = 1'-0"

GF-1 FILM ELEVATION
4

1 1/2" = 1'-0"

ALTERNATE #03 EXTERIOR LOUVER SECTION
6



1. UNLESS NOTED OTHERWISE, THE SIZE OF EACH BRANCH DUCT TO AN AIR TERMINAL SHALL 
MATCH THE INLET SIZE.

2. ALIGN TEMPERATURE SENSORS WITH LIGHT SWITCHES AND WHEN IN CLOSE PROXIMITY TO 
EACH OTHER.

3. PROVIDE ACCESS DOORS AT ALL DUCT MOUNTED EQUIPMENT.
4. EXISTING AIR INLET AND OUTLET CFM SHOWN ON DRAWINGS ARE FROM EXISTING 

DRAWINGS, AND ARE FOR REFERENCE ONLY. CONTRACTOR SHALL USE PRE-BALANCE 
VALUES, AND NOT EXISTING CFM SHOWN ON DRAWINGS.

5. CONTRACTOR MAY REUSE PORTIONS OF EXISTING DUCT PROVIDED SIZES AND PRESSURE 
CLASSES ARE CORRECT, DUCT IS THOROUGHLY CLEANED AND FREE OF DEFECTS, AND ALL 
TRANSVERSE JOINTS, LONGITUDINAL SEAMS, AND DUCT WALL PENETRATIONS ARE SEALED 
AS SPECIFIED FOR NEW DUCTWORK.

VENTILATION GENERAL NOTES:

1. INSTALL ALL REFRIGERANT LIQUID AND SUCTION PIPING SIZED PER EQUIPMENT 
MANUFACTURER RECOMMENDATIONS.

PIPING GENERAL NOTES:

1. BEFORE ANY DEMOLITION WORK IS BEGUN AN AIR BALANCE TEST SHALL BE PERFORMED 
BY THE TESTING, ADJUSTING AND BALANCING (TAB) CONTRACTOR FOR EQUIPMENT AND 
DEVICES AS INDICATED ON THE DRAWINGS. 

2. TAB CONTRACTOR SHALL COMPILE AND SUBMIT THE FINAL PRE-DEMOLITION REPORT 
WITHIN 10 WORKING DAYS AFTER THE FIELD MEASUREMENTS ARE COMPLETED. FINAL TAB 
REPORT SHALL BE SUBMITTED FOR REVIEW TO THE ARCHITECT/ENGINEER. TESTING SHALL 
INCLUDE ALL ITEMS REQUIRED IN THE SPECIFICATIONS.

TAB PRE-DEMOLITION NOTES:

1. AFTER CONSTRUCTION ACTIVITIES ARE COMPLETE, TESTING, ADJUSTING (TAB) AND 
BALANCING CONTRACTOR SHALL REBALANCE AIR HANDLING UNITS AND EXHAUST FANS AS 
REQUIRED TO ACHIEVE THE NEW AIRFLOW VALUES SHOWN ON THE CONSTRUCTION 
DRAWINGS.

2. AREAS SERVED BY THIS EQUIPMENT WHICH WERE NOT RENOVATED SHALL BE RE-
BALANCED TO THE AIRFLOW RATES MEASURED BEFORE THE RENOVATION OCCURRED 
(REFER TO THE FINAL PRE- DEMOLITION REPORT).

3. TAB CONTRACTOR SHALL COMPILE AND SUBMIT COPIES OF THE FINAL POST-
CONSTRUCTION TAB REPORT AS REQUIRED BY SECTION 23 05 93.

4. THE FINAL POST CONSTRUCTION REPORT SHALL INCLUDE ALL ITEMS REQUIRED IN THE 
SPECIFICATIONS.

TAB POST-CONSTRUCTION NOTES:

MECHANICAL GENERAL NOTES:
1. DRAWINGS SHOWING LOCATIONS OF EQUIPMENT, DUCTWORK, PIPING, ETC. ARE 

DIAGRAMMATIC AND MAY NOT ALWAYS REFLECT EXACT INSTALLATION CONDITIONS.  
DRAWINGS SHOW THE GENERAL ARRANGEMENT OF DUCTWORK, PIPING, EQUIPMENT, ETC., 
AND MAY NOT INCLUDE ALL OFFSETS AND FITTINGS REQUIRED FOR COMPLETE 
INSTALLATION.  THE DRAWINGS SHALL BE FOLLOWED AS CLOSELY AS ACTUAL BUILDING 
CONSTRUCTION AND THE WORK OF OTHERS WILL PERMIT.

2. CATALOG AND MODEL NUMBERS SHALL NOT BE CONSIDERED COMPLETE, BUT ARE GIVEN 
AS AN AID TO THE CONTRACTOR AND TO INDICATE THE QUALITY REQUIRED.  CONTRACTOR 
IS RESPONSIBLE FOR THE COMPLETE DESCRIPTION OF MATERIAL SCHEDULED ON THESE 
DRAWINGS AND IN THE SPECIFICATIONS BEFORE ORDERING.  THE DESCRIPTION OF THE 
MATERIAL AND SCHEDULED PERFORMANCE TAKES PRECEDENCE OVER THE MODEL 
NUMBER.  THE FIRST MANUFACTURER SCHEDULED IS THE BASIS OF DESIGN.

3. DETERMINATION OF QUANTITIES OF MATERIAL AND EQUIPMENT REQUIRED SHALL BE MADE 
BY THE CONTRACTOR FROM THE DOCUMENTS. WHERE MATERIAL AND/OR QUANTITY 
DISCREPANCIES ARISE BETWEEN DRAWINGS, SCHEDULES AND/OR SPECIFICATIONS, THE 
HIGHER QUALITY/ GREATER NUMBER SHALL GOVERN.

4. DO NOT SCALE DRAWINGS.  VERIFY ALL DIMENSIONS AND CLEARANCES FROM 
ARCHITECTURAL, STRUCTURAL, SUBMITTALS, AND OTHER APPROPRIATE DRAWINGS OR 
PHYSICALLY AT SITE. REVIEW ALL DRAWINGS, INCLUDING THOSE OF OTHER TRADES.

5. COORDINATE ALL WORK WITH ALL OTHER TRADES PRIOR TO INSTALLATION TO PROVIDE 
CLEARANCES REQUIRED FOR OPERATION, MAINTENANCE, CODE COMPLIANCE, AND TO 
VERIFY NON-INTERFERENCE WITH OTHER WORK. DO NOT FABRICATE PRIOR TO 
VERIFICATION OF NECESSARY CLEARANCES FOR ALL TRADES. BRING ANY INTERFERENCES 
OR CONFLICTS TO THE ATTENTION OF THE ARCHITECT/ENGINEER BEFORE PROCEEDING 
WITH FABRICATION OR EQUIPMENT ORDERS.

6. REVIEW SPACE REQUIREMENTS OF EQUIPMENT SPECIFIED OR SUBSTITUTED AND MAKE 
REASONABLE ACCOMMODATIONS IN LAYOUT AND POSITIONING TO PROVIDE PROPER 
ACCESS.

7. ANY CHANGES REQUIRED TO ELIMINATE CONFLICTS OR THAT RESULT FROM A FAILURE TO 
COORDINATE SHALL BE MADE BY THE CONTRACTOR WITHOUT ADDITIONAL COST OR 
EXPENSE TO OTHERS.

8. EACH CONTRACTOR IS RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH ELECTRICAL 
CHANGES REQUIRED FOR EQUIPMENT PROPOSED THAT DIFFERS FROM THE BASIS OF 
DESIGN.

9. REFER TO ARCHITECTURAL REFLECTED CEILING PLAN, ELECTRICAL, AND OTHER 
MECHANICAL PLANS FOR EXACT LOCATIONS OF ALL CEILING MOUNTED DEVICES, OTHER 
THAN SPRINKLERS. 

10. EACH CONTRACTOR IS RESPONSIBLE FOR DAMAGE CAUSED BY THEIR ACTIONS TO WALLS, 
FLOORS, AND CEILINGS. THE CONTRACTOR WHOSE WORK CAUSES DAMAGE IS 
RESPONSIBLE FOR PATCHING TO MATCH ORIGINAL CONSTRUCTION, FIRE RATING, AND 
FINISH.

11. IN AREAS WITH DRYWALL CEILINGS COORDINATE LOCATIONS OF ACCESS PANELS WITH THE 
GC FOR ACCESS TO VALVES, DUCTWORK ACCESSORIES, DAMPERS, ETC. COORDINATE 
PANEL TYPE AND COLOR WITH ARCHITECT. NOTIFY THE GC OF THE REQUIRED ACCESS 
PANELS PRIOR TO BIDDING.

12. SEAL ALL WALL PENETRATIONS AIRTIGHT WHERE CONDUITS, PIPING, AND DUCTS 
PENETRATE. PENETRATIONS THROUGH EXTERIOR WALLS SHALL BE SEALED AIRTIGHT WITH 
WATERPROOFING MATERIALS RECOMMENDED BY MANUFACTURER FOR OUTDOOR USE.

13. CAULK ALL PIPE AND DUCT PENETRATIONS OF FULL HEIGHT NON-FIRE RATED WALL, 
PARTITION, FLOOR, AND ROOF ASSEMBLIES. THIS IS ESSENTIAL TO PREVENT NOISE 
TRANSMISSION FROM ONE ROOM TO ANOTHER AND TO PROVIDE THE DESIRED NC LEVELS 
WITHIN ROOMS.

14. EQUIPMENT SIZES AND SERVICE CLEARANCE REQUIREMENTS VARY AMONG DIFFERENT 
MANUFACTURERS. CONSULT APPROVED SHOP DRAWINGS FOR EQUIPMENT SIZES AND 
REQUIRED SERVICE CLEARANCES. COORDINATE WITH LAYOUT OF EQUIPMENT PADS, 
PIPING, DUCTWORK, ETC.

15. DO NOT BLOCK EQUIPMENT SERVICE CLEARANCES. 
16. MAINTAIN A MINIMUM WORKING CLEARANCE OF 3’-6” IN FRONT OF ALL ELECTRICAL 

EQUIPMENT REQUIRING MAINTENANCE, INSPECTION, AND TESTING INCLUDING BUT NOT 
LIMITED TO PANELS, DISTRIBUTION PANELS, SWITCHBOARDS, MOTOR CONTROL CENTERS, 
TRANSFORMERS, EQUIPMENT DISCONNECTS AND STARTERS.

17. MAINTAIN THE DEDICATED ELECTRICAL EQUIPMENT SPACE DEFINED BY THE WIDTH / DEPTH 
OF ELECTRICAL EQUIPMENT MEASURED FROM THE FLOOR TO A HEIGHT 6’-0” ABOVE THE 
EQUIPMENT OR THE STRUCTURAL CEILING, WHICHEVER IS LOWER.  SYSTEMS FOREIGN TO 
THE ELECTRICAL DISTRIBUTION SYSTEM ARE NOT ALLOWED IN THE DEDICATED 
ELECTRICAL SPACE INCLUDING: DUCTWORK, PIPING, ETC.

MECHANICAL RENOVATION NOTES:
1. EXISTING CONDITIONS ARE SHOWN BASED ON INFORMATION OBTAINED FROM FIELD 

SURVEYS, EXISTING BUILDING DOCUMENTS, AND STAFF. VERIFY EXISTING CONDITIONS AND 
REPORT ANY CONFLICTS BEFORE PROCEEDING. 

2. NOT ALL EXISTING DUCTWORK AND PIPING IS SHOWN.  VERIFY EXISTING CONDITIONS 
BEFORE STARTING WORK. NOTIFY ENGINEER OF ANY CONFLICTS WITH NEW WORK.

3. FIELD VERIFY THE AVAILABLE CLEARANCES FOR DUCTWORK AND PIPING BEFORE 
FABRICATION. RISES AND DROPS MAY BE NECESSARY BECAUSE OF EXISTING FIELD 
CONDITIONS.

4. EACH CONTRACTOR SHALL CUT AND PATCH WALLS AND FLOORS ASSOCIATED WITH THEIR 
WORK.

5. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR REMOVAL AND REPLACEMENT OF 
CEILINGS, CEILING TILES, AND CEILING GRIDS ASSOCIATED WITH AREAS OF WORK BY ALL 
CONTRACTORS. NOTIFY THE GENERAL CONTRACTOR OF AFFECTED AREAS PRIOR TO 
BIDDING. 

6. WHERE EXISTING MECHANICAL SYSTEMS ARE LOCATED IN AREAS THAT CONFLICT WITH 
NEW EQUIPMENT, PIPING, OR DUCTWORK TO BE INSTALLED, EACH CONTRACTOR SHALL 
EITHER ARRANGE NEW EQUIPMENT, PIPING, OR DUCTWORK IN SUCH A FASHION THAT IT 
DOES NOT CONFLICT WITH EXISTING SYSTEMS, OR REWORK EXISTING MECHANICAL 
SYSTEMS TO ALLOW FOR INSTALLATION OF NEW EQUIPMENT, PIPING, OR DUCTWORK.

7. PROVIDE TEMPORARY CONNECTIONS TO MAINTAIN EXISTING SYSTEMS IN SERVICE DURING 
CONSTRUCTION. MAINTAIN ACCESS TO EXISTING MECHANICAL INSTALLATIONS THAT 
REMAIN ACTIVE.

8. OBTAIN PERMISSION FROM OWNER BEFORE SHUTTING DOWN ANY SYSTEM FOR ANY 
REASON. MAINTAIN SERVICE TO ALL COMPONENTS THAT ARE TO REMAIN UNTIL NEW 
SYSTEMS ARE INSTALLED.

PLAN OR DETAIL NUMBER

PLAN OR DETAIL NAME

PLAN OR DETAIL SCALE

DETAIL REFERRED TO BY SECTION CUT

SHEET DETAIL IS LOCATED ON

NAME

1
VIEW NAME
1/8" = 1'-0"

1

M101

1
4

3
2

SIMSIM

INDICATES SIMILAR DETAIL REFERENCED 
IN MULTIPLE LOCATIONS

LEVEL NAME

10'-0" HEIGHT ABOVE 
PROJECT 0'-0" 

1 KEYNOTE: INDICATES NOTE USED TO 
DESCRIBE ADDITIONAL INFORMATION 
ABOUT WORK REQUIRED, SPECIFIC 
TO THE SHEET AND/OR DETAIL 

N
O R

HT

INDICATES DIRECTION OF TRUE NORTH

VIEW KEY

LINE TYPE AND TAG KEY:

NEW WORK BY THIS CONTRACTOR (WIDE LINE) 

EXISTING TO REMAIN OR WORK BY OTHERS (NARROW LINE)

HALFTONING DOES NOT MODIFY SCOPE.

'TAG'-E TAGS WITH DASH 'E' INDICATES THE REFERENCED OBJECT IS EXISTING

TAG-1 UNDERLINED TAG INDICATES OBJECT IS IN-SCOPE. IF NEW, ADDITIONAL 
INFORMATION IS AVAILABLE IN A SCHEDULE, MATERIAL LIST, OR SYMBOL LIST

INDICATES AN EXISTING SYSTEM'S POINT OF CONNECTION/REMOVAL

T101

NEW
EXISTING TO BE REMOVED (SHORT DASHED PATTERN)
NEW UNDERFLOOR OR UNDERGROUND (LONG DASHED PATTERN)

EXISTING 
EXISTING TO BE REMOVED BY OTHERS (SHORT DASHED PATTERN)
EXISTING UNDERFLOOR OR UNDERGROUND (LONG DASHED PATTERN)

FIRE AND SMOKE SEPARATIONS ARE NOT SHOWN ON THESE DOCUMENTS. CONTRACTOR SHALL 
REVIEW THE ARCHITECTURAL PLANS AND DETERMINE THE LOCATIONS OF ALL FIRE AND SMOKE 
PARTITIONS, BARRIERS, AND WALLS. THIS INCLUDES FLOOR RATINGS. PRICING SHALL INCLUDE 
ALL MATERIALS AND LABOR REQUIRED TO MAINTAIN THE RATINGS OF ALL RATED SEPARATIONS, 
WHETHER SHOWN ON THE ENGINEERING PLANS OR NOT.

FIRE / SMOKE BARRIER DESIGNATIONS

HVAC ABBREVIATION KEY

ABBR: DESCRIPTION:

AD ACCESS DOOR

ABOVE FINISHED FLOORAFF

NOT IN CONTRACTNIC

SD SUPPLY DIFFUSER

TRANSFER DUCTTD

UC-1 DOOR UNDERCUT BY OTHERS (1" TYPICAL)

SUPPLY GRILLESG

TYPICALTYP

UON UNLESS OTHERWISE NOTED

NORMALLY CLOSEDN.C.

NORMALLY OPENN.O.

RETURN GRILLERG

INDOOR UNITIDU

C COMMON

SCCR SHORT CIRCUIT CURRENT RATING

DN DOWN

OUTDOOR UNITODU

MECHANICAL DESIGN CONDITIONS:

SUMMER:

WINTER:

DESIGN CONDITIONS:

TYPICAL ROOM SETPOINTS:

BASED ON WEATHER DATA FOR: NEWARK, NJ

SUMMER DESIGN: 75°F DRY BULB, 50% RELATIVE HUMIDITY

WINTER DESIGN: 70°F DRY BULB, 50% RELATIVE HUMIDITY

93°F DRY BULB, 74°F WET BULB
10°F DRY BULB

DIRECTION OF AIR FLOW

FLEXIBLE DUCT

MANUAL VOLUME DAMPER

DUCT CAP

DUCT DOWN

DUCT UP

SUPPLY/OUTSIDE AIR DUCT SECTION

RETURN AIR DUCT SECTION

EXHAUST/RELIEF AIR DUCT SECTION

SD-1
6/115

AIR TERMINAL PROPERTIES SYMBOL
NECK SIZE/CFM

THERMOSTAT/SENSORT

HVAC SYMBOL LIST

SYMBOL: DESCRIPTION:

NOT ALL SYMBOLS MAY APPLY.

PIPE CAP

PIPE DOWN

PIPE UP OR UP/DOWN

REFRIGERANTREF

BIDDING NOTES:
DEDUCT ALTERNATE NO. [03] - [HVAC WORK - PROVIDED BY OWNER]:

1. BASE BID ITEM: INCLUDE ALL HVAC AND ASSOCIATED WORK SHOWN IN THE CONSTRUCTION 
DOCUMENTS FOR A COMPLETE AND OPERATIONAL MECHANICAL SYSTEM.

2. ALTERNATE ITEM: THE INTENTION OF THIS ALTERNATE IS FOR THE BOROUGH OF LODI TO 
PROVIDE THE HVAC WORK THROUGH AN OWNER PROVIDED MECHANICAL CONTRACTOR. 
THE GENERAL CONTRACTOR FOR THE LIBRARY WILL COOPERATE FULLY WITH THE 
MECHANICAL CONTRACTOR PROVIDED BY THE BOROUGH. THE SCOPE OF THIS ALTERNATE 
WOULD INCLUDE ALL SPECIFICATION ITEMS NOTED IN DIVISION 23 AND SHOWN ON THESE 
MECHANICAL DRAWINGS. SEE SPECIFICATIONS AND ARCHITECTURAL DRAWINGS FOR 
ADDITIONAL INFORMATION.

HVAC SHEET INDEX
M000 HVAC COVERSHEET

M101 1ST FLOOR DEMOLITION PLAN - HVAC

M201 1ST FLOOR PLAN - HVAC

M400 HVAC DETAILS & SCHEDULES

GRAND TOTAL: 4

DUCT ABBREVIATION KEY
ABBR. DESCRIPTION

OA OUTSIDE AIR

RA RETURN/RELIEF AIR

RT RETURN TRANSFER AIR

SA SUPPLY AIR
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14x10

8x5

LINE OF MEZZANINE ABOVE

SG

24x4

SD

SD

SD

16x12

2
0
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2

12x21

SD-E

SD-E

LINE OF EXISTING SOFFIT
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1ST FLOOR DEMOLITION PLAN -

HVAC

N
O R

HT

1/8" = 1'-0"1
  1ST FLOOR DEMOLITION PLAN - HVAC

SHEET NOTES:

1. BEFORE ANY DEMOLITION WORK IS BEGUN AN 
AIR BALANCE TEST SHALL BE PERFORMED BY 
THE TESTING, ADJUSTING AND BALANCING 
(TAB) CONTRACTOR FOR ALL AIR DEVICES 
TAGGED ON THIS PLAN INCLUDING AIR 
DEVICES TO BE DEMOLISHED.
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1 2 4 5 6 7 8 11 123

GG

HH
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JJ

KK

LL

MM

TEEN ROOM

103

STORAGE

103B

IDU-1

SD-1

6/50

2

PROVIDE 24X12 
INTAKE AIR LOUVER
SEE DETAIL 4/M400

12x12 RA

RG-1

12x12/350
(TYP.2)

SD-1

8/200

RG-2

24x4

12x12

RG-112x10

14x10

16x12

2
0
x1

2

12x21

12x12 SA

SD-1

8/250
(TYP.4)

SG-1

24x4/350

T

12x12 RT

SD-E

SD-E

NIC

3

SD-1

8/200

MATCH HEIGHT 
WITH SG-1

4

8
ø

 O
A

R
E

F

REF UP TO ODU-1 
SEE HVAC ROOF PLAN

5

IDU-1

TURN DOWN 3/4" 
CONDENSATE DRAIN 
PIPING AND SPILL ON 
SPLASH BLOCK

LINE OF EXISTING SOFFIT

L-1

8 11

HH

II

M
IN

 1
0

'-
0

"

ODU-1

1

3'-0"

REF

6
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1ST FLOOR PLAN - HVAC

N
O R

HT

1/8" = 1'-0"1
  1ST FLOOR PLAN - HVAC

KEYNOTES:

1. INSTALL OUTDOOR UNIT IN ACCORDANCE 
WITH ALL MANUFACTURER REQUIREMENTS. 
SEE DETAIL 1/M400. MAINTAIN ALL REQUIRED 
CLEARANCES FOR SERVICE AND OPERATION. 
COORDINATE FINAL LOCATION WITH OWNER 
PRIOR TO INSTALLATION.

2. INSTALL INDOOR UNIT IN ACCORDANCE WITH 
ALL MANUFACTURER REQUIREMENTS. SEE 
DETAIL 2/M400. ROUTE CONDENSATE TO 
GRADE.

3. ALL DUCTWORK ABOVE CEILING TO BE 
EXTERNALLY INSULATED.

4. CONTRACTOR SHALL VERIFY EXISTING 
CONDITIONS OF WALL CONSTRUCTION FOR 
NEW LOUVER INSTALLATION. REFER TO 
EXTERIOR LOUVER SECTION ON 
ARCHITECTURAL SHEET A801.

5. ALL REFRIGERANT PIPING TO BE LOCATED 
ABOVE CEILING IN PLENUM SPACE.

6. PROVIDE PIPING SLEEVE FOR PIPING 
PENETRATION. SEAL WEATHER TIGHT.

1/8" = 1'-0"2
  ROOF PLAN - HVAC

SHEET NOTES:

1. THE TESTING, ADJUSTING AND BALANCING 
(TAB) CONTRACTOR SHALL REBALANCE 
AIRFLOW TO PRE-DEMOLTION READING OR AS 
SHOWN ON PLAN FOR ALL AIR DEVICES 
TAGGED ON THIS PLAN.

2. REFER TO 3/M400 FOR ALL CEILING MOUNTED 
DIFFUSERS.

#
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CEILING

STRUCTURE

ATTACH FLEX DUCT 
TO THE HARD DUCT. 
REFER TO NOTE 1.

TRIM STRAPS AFTER 
TIGHTENING

SUSPEND ELBOW 
WITH TIE

DRAW BANDS SNUG,
WITHOUT CRUSHING
FLEXIBLE DUCT

PROVIDE DURABLE 
ELBOW SUPPORT. 
REFER TO NOTE 2.

DIFFUSER

1X DUCT DIAMETER
MINIMUM STRAIGHT
DUCT

NOTES:

1. TO ATTACH FLEX DUCT TO THE HARD DUCT, TAPE THE INNER 
LINER TO THE HARD DUCT THEN ATTACH WITH TWO NYLON TIE 
WRAPS; ONE FOR THE INNER LINER AND ONE FOR THE OUTER 
SHELL. FOLD THE OUTER SHELL INSIDE ITSELF SO IT HAS NEAT 
EDGES PRIOR TO TIE WRAPPING.

2. DURABLE ELBOW SUPPORT ACCEPTABLE MANUFACTURER 
AND MODEL: HART AND COOLEY - SMARTFLOW, THERMAFLEX -
FLEXFLOW, TITUS - FLEXRIGHT, OR APPROVED EQUAL.

FLEXIBLE DUCT. 
MAX. LENGTH PER 
SPECIFICATIONS

10'-0" MAX.

STRAIGHT TAP OR 
CONICAL TAP AS 
REQUIRED BY 
SPECIFICATIONS

DUCT HANGERS

RECTANGULAR 
SUPPLY DUCT

DAMPER

D
X

 C
O

IL

SUPPLY 
FAN

F
IL

T
E

R
S

AUXILIARY DRAIN PAN 
WITH CONDENSATE 
OVERFLOW SENSOR

OUTSIDE AIR 

AUXILIARY ELECTRIC HEATER

SUPPLY AIR 
TO DIFFUSERS

RETURN AIR 
FROM ROOM

TO STRUCTURE

TYPE H2 VIBRATION ISOLATOR 
WITH 3/4" DEFLECTION
SEE SPECIFICATION 230548

INSTALL ANGLE IRON OR 
CHANNELS PER SMACNA 
GUIDELINES. SEE MANUFACTUER'S 
REQUIREMENTS FOR HORIZONTAL 
SUSPENDED INSTALLATION.

REFRIGERANT 
PIPING

CONDENSATE DRAIN 
TO GRADE

MANUAL DAMPER

FLEXIBLE DUCT CONNECTION

FLEXIBLE DUCT CONNECTION

CLIP ANGLE AROUND ENTIRE PERIMETER OF LOUVER.

BIRD SCREEN

WALL CONSTRUCTION

EXTERIOR DUCT INSULATION 
AS SPECIFIED ON ALL 
OUTSIDE AIR DUCTWORK.

SEAL ALL INTERIOR LOWER 
SHEET METAL JOINTS 
WATERTIGHT WITH MASTIC.

CAULK

20 GAUGE SHEET METAL BLANKOFF ATTACHED TO 
ALL UNUSED AREAS OF LOUVER. BACK WITH 2" RIGID 
3# DENSITY FIBERGLASS BOARD INSULATION WITH 
FOIL  SCRIM FACING THE ROOM. SEAL WATERTIGHT.

EXTENDED DRIP SILL BY G.C. 
SEE ARCHITECTURAL 
DRAWINGS FOR DETAILS OF 
INSTALLATION.

20 GAUGE SHEET METAL 
ANGLE. BENT TO MATCH 
DUCT AND LOUVER.  
ANGLE MAY BE 
FABRICATED AS PART OF 
THE BLANKOFF.

FASTENERS ON 
12" STAGGERED
CENTERS.

CAULK ALL
AROUND (TYP.)

GASKETED
ACCESS
DOOR

CUT OFF LOWER BIRD 
SCREEN AND FRAMING. FORM 
A MINIMUM 1" ANGLED BEND 
OUT OF THE ENTIRE LENGTH 
OF RAW BIRD SCREEN EDGE 
TO REST ON INSIDE BOTTOM 
OF DUCT. FASTEN LOUVER TO CLIP ANGLES ON 18" MINIMUM CENTERS.

MOUNT FACE OF 
LOUVER FLUSH 
WITH EXTERIOR 
FINISH UNLESS 
OTHERWISE NOTED.

3
0
° (M

IN
IM

U
M

)

(MINIMUM)

24".

NOTES:

1. SEAL ALL JOINTS ON BOTTOM INTERIOR SURFACE OF DUCT WITHIN 6'-0" OF 
THE LOUVER WATER TIGHT.

2. MOUNT BOTTOM OF INTAKE LOUVERS AT LEAST 40" ABOVE GRADE OR ROOF 
ELEVATION TO MINIMIZE CHANCES OF SNOW DRIFTING INTO THE LOUVER.

3. CAULK SHEETMETAL SCREWS WHERE THEY PENETRATE METAL.

OUTDOOR UNIT

5/16" ZINC-PLATED LAG 
SCREWS. (TYP. 4)

MOUNTING FEET (TYP.)

INSULATION AND 
ROOFING

ROOF STRUCTURE

PREFABRICATED EQUIPMENT 
SUPPORT CURB (TYP). VERIFY 
ROOFING MATERIAL AND PROVIDE 
WITH OR WITHOUT CANT AS 
REQUIRED.

TOP OF CURB

NOTES:

1. VERIFY DIAMETER OF ANCHOR BOLT REQUIRED TO FIT WITHIN 
MOUNTING FEET ANCHOR HOLES.

CURB HEIGHT 

24" ABOVE 

ROOF DECK
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HVAC DETAILS & SCHEDULES

NOTES:
 1.INTERLOCK AUXILIARY ELECTRIC HEAT WITH THE AMBIENT TEMPERATURE SENSED BY THE OUTDOOR UNIT.
 2.INDOOR UNIT CFM SELECTED AT HIGH CFM. INDOOR UNIT SHALL HAVE CAPABILITY TO ADJUST CFM FOR FINAL AIR BALANCING UP OR DOWN THROUGH FIELD ADJUSTMENT.
 3.PROVIDE FACTORY-INSTALLED INTEGRATED REFRIGERANT LEAK SENSOR.
 4.PROVIDE 7-DAY PROGRAMMABLE WALL MOUNTED THERMOSTAT/CONTROLLER.

VARIABLE REFRIGERANT FLOW SCHEDULE - INDOOR UNIT

TAG
NAME ARRANGMENT

CFM

EXT S.P.
IN. WC

OA CFM COOLING HEATING AUXILLARY HEAT ELECTRICAL FILTER

MANUFACTURER MODELDESIGN DESIGN
TOTAL
MBH

TOTAL
MBH

NO. OF
STAGES KW VOLTS PH MCA MOCP

DISCONNECT CONTROLLER

TYPE MERVBY [A] TYPE [B] BY [A]

IDU-1 HORIZONTAL 1,000 0.9 300 30 25 1 8 208 1 45.9 50 MFR NF MFR PLEATED 8 DAIKIN FXTA30AAVJUD

NOTES:
 1.UNIT SHALL BE SELECTED FOR DESIGN COOLING LOAD.
 2.DESIGN COOLING CAPACITY SHALL BE RATED AT: INDOOR TEMP = 74°FDB/61.7°FWB, OUTDOOR TEMP = 95°FDB. EFFECTS OF ESTIMATED REFRIGERANT LINE LENGTH SHALL BE INCLUDED IN COMPUTING DESIGN CAPACITY.
 3.DESIGN HEATING CAPACITY SHALL BE RATED AT: INDOOR TEMP = 70°FDB, OUTDOOR TEMP = 14°FDB. EFFECTS OF ESTIMATED REFRIGERANT LINE LENGTHS AND DEFROSTING SHALL BE INCLUDED IN COMPUTING DESIGN CAPACITY.

VARIABLE REFRIGERANT FLOW SCHEDULE - OUTDOOR UNIT

TAG
NAME

REFRIGERATION COOLING HEATING EFFICIENCY ELECTRICAL

MANUFACTURER MODELTYPE CHARGE LBS MBH (NOTE 2) MBH (NOTE 3) SEER2 HSPF2 VOLTS PH MCA MOCP

DISCONNECT CNTLR/STARTER

BY [A] TYPE [B] BY [A]

ODU-1 R32 7.5 30 25 16 8.5 208 1 29.4 30 EC NF MFR DAIKIN RXTA48AAVJU

NOTES:
 1.REFER TO DRAWINGS FOR NECK SIZE. ALL BRANCH DUCTWORK TO AIR TERMINALS SHALL BE NECK SIZE UNLESS NOTED OTHERWISE.
 2.CONTRACTOR SHALL DETERMINE PROPER BORDER TYPE TO MATCH CEILING OR WALL CONSTRUCTION.

AIR TERMINAL SCHEDULE

TAG
NAME TYPE MATERIAL FINISH

FACE SIZE BORDER
(NOTE 2)

VOLUME
DAMPER MANUFACTURER MODELWIDTH HEIGHT

RG-1 35 DEGREE
DEFLECTION

STEEL WHITE 2'-0" 2'-0" LAY-IN No TITUS 350

RG-2 35 DEGREE
DEFLECTION

STEEL WHITE 2'-0" 4" 1-1/4" BORDER WITH
CONCEALED SCREWS

No TITUS 350

SD-1 SQUARE 3-CONE STEEL WHITE 2'-0" 2'-0" LAY-IN No TITUS TMS

SG-1 DOUBLE
DEFLECTION

STEEL WHITE 2'-0" 4" 1-1/4" BORDER WITH
CONCEALED SCREWS

Yes TITUS 300

CB = CIRCUIT BREAKER
F = FUSED
NF = NON-FUSED
PLUG = PLUG AND CORD

[B] DISCONNECT TYPE:

MFR = MANUFACTURER
EC = ELECTRICAL CONTRACTOR.
MC = FURNISHED BY MECHANICAL CONTRACTOR,
INSTALLED BY ELECTRICAL CONTRACTOR.
MFR/EC = FURNISHED LOOSE BY MANUFACTURER
INSTALLED BY ELECTRICAL CONTRACTOR.
TCC = TEMPERATURE CONTROL CONTRACTOR

[A] DISCONNECT AND CNTLR/STARTER FURNISHED AND
INSTALLED BY:

SCHEDULE GENERAL KEY

NO SCALE3
  DIFFUSER CONNECTION DETAIL

NO SCALE2
  INDOOR UNIT DETAIL

NO SCALE4
  LOUVER INSTALLATION

NO SCALE1
  OUTDOOR UNIT DETAIL

NOTES:
 1.FINISH TYPES: TYPE 1 - MILL FINISH,   TYPE 2 - 204-R1 SATIN ANODIZED,    TYPE 3 - BAKED ENAMEL FINISH ON PRETREATED PRIME PAINT. STANDARD COLOR - SELECTION BY ARCHITECT.   TYPE 4 - BAKED EPOXY

FINISH ON PRIME COATED METAL. STANDARD COLOR - SELECTION BY ARCHITECT.   TYPE 5 - DURANODIC BRONZE - LIGHT, MEDIUM, DARK.   TYPE 6 - PVDF (KYNAR 500, HYLAR 5000, OR DURANAR). STANDARD COLOR -
SELECTION BY ARCHITECT.

LOUVER SCHEDULE

TAG
NAME LOCATION SERVICE TYPE

FINISH
(NOTE 1)

SIZE (INCHES) FREE
AREA
SQ FT

CFM
A.P.D.

IN. W.C.

FREE
AREA
FPM MANUFACTURER MODELWIDTH HEIGHT DEPTH DESIGN

L-1 TEEN ROOM 103 OUTSIDE AIR INTAKE 3 24" 12" 6" 1 300 0.1 650 GREENHECK ESD-635
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